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Is there a particular highlight among the
latest new products?
If there is one product that stands out
among the new innovations, then it would
have to be the shower toilet AquaClean
Mera. This product will be available from
September 2015 and will set new standards both in terms of design and with
regard to function and comfort. Our
customers are certainly in for a treat.
What does Geberit have in store for
next year?
Just like any other year, 2016 will see us
launch several important new products
as well as numerous additions to existing
product ranges. All these products are
progressing as planned in our development pipeline.

Modern sanitary flush
unit for safe drinking water
In the drinking water systems at hotels, sports stadiums,
hospitals, barracks, and school buildings, entire pipe sections
can go months on end without being used. In order to prevent
microbial contamination of these water pipes, Geberit offers a
fully automated sanitary flush unit that is now even more ver
satile and powerful. The control electronics have been completely revised in order to cope with the most diverse situations. All
settings can now be programmed via smartphone. The control
unit itself is able to process the signals from various internal
and external sensors.

Will this include new products developed
together with Sanitec?
One of Geberit’s major strengths is
sanitary technology behind the wall,
while Sanitec offers impressive products
that are installed in front of the wall.
It stands to reason that we will develop
solutions that combine these areas
of expertise. However, expecting new
products to emerge within just a year
would be certainly pushing it. Despite the
great enthusiasm about our common
future, a new product that satisfies all
our requirements is not something
that you can simply conjure up overnight –
not least because of our credo of never
compromising on quality and reliability. ←

→	Can be connected to up to two water pipes
→	Flexible flush performance of 4, 10 and 15 liters per minute
→	Compact design and a service opening that can be
securely locked
→	Connections for external temperature and volumetric
flow rate sensors
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